Technical drawings are subject to change without notice.
All millimeter dimensions are exact and supersede inch conversions.
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*Mounting positions
may be specified on
purchase order.

ST.2000
Solid stainless steel rail
pre-drilled for ST.2100

11 B <X+Xo)]

Wood Step/Tread

Specify wood type and
finish on purchase order:

Available finish:
clear lacquered
raw (unfinished)
waxed

Available wood type:
Maple [SL.6015.A]
Beech [SL.6016.B] = =
Oak [SL.6016.E]
Wenge [SL.6017.W]
Chestnut [SL.6017.K]
Zebrano [SL.6015.Z]
Teak [SL.6017.T]
Walnut [SL.6018.N]
Cherry [SL.6016.K]

ST.2000
ST.3003.KL

T

800mm [31 1/2"]
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Industrial Ladder sL.6022.A

Date Prepared: Sept. 2019 _ Prepared By: CDA

Specify height AFF on purchase order
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95mm [3 3/4"]
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Copyright MWE NA Inc., all rights reserved. Reproduction or other use
of these designs without written consent from MWE NA Inc. is prohibited.

All ladder systems require reinforced walls, cabinets, or shelving.

Min. 32.5mm [1 1/4"]
_ Max. 52.5mm [2 1/16"]
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A-A
30 x 20mm [1 3/16" x 13/16"]

100mm [3 15/16"]

AR

500mm [19 11/16"]
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Technical drawings are subject to change without notice.
All millimeter dimensions are exact and supersede inch conversions.

Ladder height at or above 3000mm [118 1/8"]
require safety side rails SL.6052.AK

*max. 900mm [35 7/16"]
150mm [5 7/8"]

@25mm [1"]

*Mounting positions L
may be specified on | H
purchase order. H H

ST.2000
Solid stainless steel rail
pre-drilled for ST.2100

Wood Step/Tread //
d

Specify wood type an
finish on purchase order:

Available finish:
clear lacquered
raw (unfinished)
waxed

Available wood type:
Maple [SL.6015.A]
Beech [SL.6016.B]
Oak [SL.6016.E]
Wenge [SL.6017.W]
Chestnut [SL.6017.K]
Zebrano [SL.6015.Z]
Teak [SL.6017.T] 3 H
Walnut [SL.6018.N]
Cherry [SL.6016.K]

ST.2000
ST.3003.KL

Z T

706mm [27 13/16"]

Industrial Ladder sL.6022.q

Date Prepared: Sept. 2019 _ Prepared By: CDA

Specify height AFF on purchase order

Ba

~95.5mm [3 3/4"]

Copyright MWE NA Inc., all rights reserved. Reproduction or other use
of these designs without written consent from MWE NA Inc. is prohibited.

All ladder systems require reinforced walls, cabinets, or shelving.

Min. 32.5mm [1 1/4"]

a1, _ Max. 52.5mm [2 1/16"]
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